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SLB45-475w

LED Lighting475W
Product			 
Brand			   Sturdy Light
Model			   SLB45-475w AC

Optical Specifications	
Fixture Lumens		  62,312 lm
Light Output (raw leds)	 73,600 lm
Efficiency	 	 	 133 lm/W
CRI			   >70
Available Light Angles	 8° - 13° - 38° - 69° - 46x14° - 106x29°

Available Beam Options:	
White                                            5,000 – 6,7500K (stocked)		
Neutral White	                   4000K
Warm White	                   2700K
   
Electrical Specifications	
Power Consumption		  456W (inc driver 493W)
Voltage Range	 	 90-305VAC / 127-431VDC
Current draw		  240VAC = 2.1A
Cable Type		  H07RN-F 4x1mm2

Cable Diameter		  10.5mm
Cable Length		  2m
Possibility of Dimming  	 0-100% (0-10V dim signal)

Fitting Specifications	
IP Rating			   IP67 (inc IP66 high pressure washable)
Impact Rating		  IK09
Operation Temperature Range	-30 ~ +50°C
Expected Life Span		  60.500 Hours to 80% Brightness, LM80
Lamp Body Material		  Aluminium Alloy, �(Conversion Coating & 	
			   2 Layers Titanium Based E-Coating)
Lamp Bracket Material	 High Tensile Strength Stainless Steel 316
Front Cover Material	 UV Coated Polycarbonate
Colour			   Titanium Grey
Light Angle Adjustment	 +/- 240° in 30° steps

Weight and Packaging	
Lamp Weight		  18.2kg
Bracket Weight		  2.9kg
Product Dimensions		  515 x 440 x 95mm
Packaging Dimensions	 570 x 505 x 165mm
Gross Weight		  22.7kg

Warranty		
Warranty			   3 Years
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Dimensions
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